MIN. 3" 25.0C
COURSE REQU

THOROUGHFARES AND BUS

1.5” RESURFACING COURSE
e THOROUGHFARE STREETS — $9.5C
e LOCAL STREETS — S9.5B

5.5” INTERMEDIATE COURSE 119.0C,
ASPHALT PATCH TO BE PLACED IN
2.5"—4.0" LIFTS.

ASPHALT BASE
IRED ON

25 4MIN.
n|O 1.5”
‘ T’MIN MILLING {

ROUTES OR AS DIRECTED BY T<i> 2'—6" C&G

#

THE ENGINEER

100% DENSITY

[ 15 _ VARES _ _  1'-g"

_g"

i

' -— —

N T

95% DENSITY
VARIES

\TRENCH TO BE BACKFILLED
WITH APPROVED SUITABLE
MATERIAL AS DIRECTED BY
THE ENGINEER

- PIPE (DIAMETER VARIES)

PAVEMENT REPAIR WITH MILLING ADJACENT TO CURB

AND GUTTER WITH STORM DRAINAGE

Not to scale

DETAIL 3A

*NOTES: REV. 3.7.23
SAW CUT SHALL PROVIDE A NEAT/CLEAN EDGE FOR THE FULL THICKNESS

OF THE EXISTING ASPHALT PAVEMENT.




