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During grading operations, the Contractor shall be observant for changes in soil that distinguish the area from the surrounding material and other indicators of environmental concern. Indicators of environmental concern include a change in color, change in odor, or observance of filled or disposed materials.  If the Contractor encounters soil which is suspected to be contaminated, the Contractor shall immediately notify the City’s inspector. The City will provide an environmental representative to test and verify soil contamination, profile soils for acceptance by the disposal facility, and to observe excavation of the materials.  The City may direct the Contractor to stockpile or containerize the materials while awaiting laboratory characterization and acceptance of the waste profile by the disposal facility.  The City will perform any soil sampling and analysis required by the disposal facility.

If the Contractor encounters an underground storage tank (UST) at the site, he shall immediately notify the parties stated above.  UST’s will be removed by the City’s environmental representative under a separate contract.  Contractor shall provide backfill and compaction as Work of this Special Provision.

While contaminated soils may be encountered anywhere, the Contractor should be especially observant at the following properties:

Table 1.1
Known or Suspected Contaminated Sites
	Parcel No.
	Property Name
	Property Address
	Comments

	
	
	
	

	
	
	
	

	
	
	
	






1.0	DESCRIPTION
The work in this Special Provision includes, but is not limited to, all materials, equipment, labor, and supervision required (except for the City’s Environmental Representative as discussed above) to excavate, stockpile, and dispose of non-hazardous contaminated soil at an off-site facility as directed by the Engineer.  Materials include soil contaminated with petroleum compounds, volatile organic compounds (VOCs), semi-volatile organic compounds (SVOCs), metals, or other contaminants. All work shall be in accordance with local, state, and federal safety and environmental regulations.  Contractor shall line any temporary soil stockpiles (under and above) with a minimum of 10-mil thick plastic liner.  Contractor shall manifest each shipment of contaminated soil.  Non-hazardous contaminated soil shall be sent to a facility permitted to accept such materials.  The facility shall be pre-approved by the City prior to work.

This Project Special Provision includes the purchase, transport, placement and compaction of fill required to offset excavated contaminated soils as incidental Work.

Construction Methods: Work in contaminated areas shall be in accordance with local, State, and Federal safety and environmental regulations. Management of known or suspected contaminated soil shall be conducted by workers trained in accordance with 29 CFR 1910.120 (HAZWOPER). Contractor shall line and cover temporary soil stockpiles (line under and cover above) with a minimum of 10 mil thick plastic. Contractor shall manifest each shipment of contaminated soil.  Contractor shall provide documentation (manifests, receipts, chain of custody, etc.) for removed soil showing final destination.

Areas of contamination shall be excavated to the depth and extent determined by the City.  Excavation shall be performed in a manner that will limit spills and the potential for contaminated material to be mixed with uncontaminated material.  If workers must enter the excavation, it shall be evaluated, shored, sloped or braced as required by OSHA regulations.  Surface water shall be diverted to prevent entry into the excavation.

Contractor shall obtain any required federal, state, and local permits for excavation and storage of contaminated material. Permits shall be obtained at no additional cost.

Provide appropriate spill response materials including, but not limited to the following: containers, adsorbents, shovels, and personal protective equipment. Spill response materials shall be available at all times when contaminated materials/wastes are being handled or transported. Spill response materials shall be compatible with the type of materials and contaminants being handled.

Confirmatory samples may be collected from stockpiles or the excavation by the City to verify cleanup criteria have been met.  Excavations shall be backfilled immediately after all contaminated materials have been removed and any confirmation test results have been approved.

If contaminated material removal is part of a larger project and a backfilling specification is needed for the project as a whole, refer to another specification for backfill requirements.

2.0	MEASUREMENT
The quantity of non-hazardous contaminated soil excavation, stockpiling, transporting, backfilling with clean soil, and disposal to be paid for will be on a per-ton basis.  The Contractor shall provide manifest documents and weight tickets to the City’s on-site representative for verification and approval.

No Contract Time will be awarded for complying with the requirements of this Project Special Provision. Such payment will be full compensation for Work covered in this Project Special Provision.

3.0	PAYMENT
Payment for non-hazardous contaminated soil disposal, measured as described above, will be made at the contract unit price per TON for “Disposal of Contaminated Soil”.  This price and payment will be full compensation for all elements of work required to excavate non-hazardous contaminated soil, stockpiling and disposing as directed by the Engineer and in accordance with the Plans and Specifications. 

This unit cost shall include all aspects of grading, preparation, handling, placement, maintenance, removal, treatment, and disposal of stockpile cover materials and liner materials and all other items incidental to construction of stockpiles.

Actual quantities authorized by the Owner may vary between 0 and 200% of the estimated quantities; and the bid price will be deemed valid for all quantities within that range, without adjustment.

Contractor acknowledges that quantities are not guaranteed and final payment will be based on actual quantity determined.


Payment will be made under:

EXCAVATE, STOCKPILE, TRANSPORT, AND DISPOSE OF NON-HAZARDOUS CONTAMINATED SOILS ………………….TN

