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USE: SINGLE FAMILY RESIDENTIAL
ZONING: R-3
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TREE SAVE: 1
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LOT: 13
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0.04 AC

LOT: 10
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20' CLASS C BUFFER
(REDUCED 25% TO 15'  WITH 6'
HIGH 100% OPAQUE FENCE)
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300' (A)
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(STORAGE)

300' (A)

PRIVATE OPEN
SPACE (TYP)

6' HIGH FENCE (TYP)

EXISTING FENCE
(TO REMAIN)

DUMPSTER ENCLOSURE
W/ RECYCLING

MAIL KIOSK

(2) RING & POST
BICYCLE RACK

STREET TREES ALONG ROAD FRONTAGE TO
CONFORM TO CITY ORDINANCE AND

APPROVED DURING CONSTRUCTION PLAN
REVIEW

CENTER
TURN LANE

DUMPSTER TO BE SCREENED

EXISTING ROAD
CENTERLINE
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PROPERTY LINE
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DEDICATION
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VERIFIED BEFORE TAPPING

PROPOSED 20FT TREE SAVE TO
OVERLAP  CLASS I BUFFER. EXISTING

TREES TO BE COUNTED TOWARDS
BUFFER REQUIREMENT. BUFFER TO BE

PLANTED AS NECESSARY TO MEET
BUFFER REQUIREMENTS

3 VISITOR
PARKING SPACES

MIN 10FT  CLASS I BUFFER
(5 TREES & 20 SHRUBS/100

LINEAR FEET)

EXISTING STORM SUBJECT TO
RELOCATION. WILL BE
VERIFIED IN CONSTRUCTION
DOCUMENT REVIEW.

SIDEWALK TO END AT
PROPERTY LINE BRAKE

5' SIDEWALK

5' SIDEWALK

5' SIDEWALK

PED & NCDOT
SIGHT TRIANGLES

NO LOT LINES ARE
PROPOSED IN BUFFER YARD

HYDRANT IS
APPROX. 375
FT. FROM
FURTHEST BLDG
CORNER

PROPOSED 2FT.
STD CURB GUTTER

FIRE DEPARTMENT ACCESS ROAD
SHALL HAVE A MIN. 20' UNABSTRUCTED
CLEAR WIDTH AND SHALL BE
CAPABLE OF SUPPORTING 80,000 LBS
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NCDOT 500' ISD
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1 - REZONING CITY REVIEW 10/12/20

EX01-REZONING-220006 OPT 3.DWG - PLOT: Travis - MON. 11-16-2020   4:15 PM

1. CONTRACTOR IS FULLY RESPONSIBLE FOR CONTACTING APPROPRIATE
PARTIES AND ASSURING THAT EXISTING UTILITIES ARE LOCATED PRIOR TO
BEGINNING CONSTRUCTION.

2. CONTRACTOR IS RESPONSIBLE FOR PLACING BARRICADES USING
FLAGMEN, ETC., AS NECESSARY TO INSURE SAFETY TO THE PUBLIC.

3. ALL PAVEMENT CUTS, CONCRETE OR ASPHALT, ARE TO  BE REPLACED
ACCORDING TO STANDARDS OF THE DEPARTMENT OF TRANSPORTATION.

4. SHORING WILL BE ACCORDING TO OSHA TRENCHING STANDARDS PART
1926 SUBPART P, OR AS AMENDED.

RZ
P 

- 2
02

0-
10

9

W

N E

S

NORTH ARROW

GRAPHIC SCALE 1"=30 FT.
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SITE DATA TABLE
PARCEL ID 23105401 (DB25576 - PG 468)

LOCATION NO ADDRESS: McKEE ROAD

JURISDICTION CHARLOTTE

OWNER LEWIS RE GROUP, LLC C/O TRANSCEND GROUP

5960 FAIRVIEW ROAD STE 400

CHARLOTTE, NC 28210

ZONING EXISTING: R-3  -  PROPOSED: R-8MF(CD)

TOTAL PARCEL AREA 2.334 AC - 101,672 SF

PROPOSED USE MULTI-FAMILY RESIDENTIAL

PROPOSED BUILDING PRODUCT 3-STORY TOWNHOUSE

UNIT DENSITY 18 UNITS (8 UPA) (MAX. 18.67)

MIN. FRONT / STREET SETBACK 30'

MIN. SIDE SETBACK 20'

MIN. REAR SETBACK 50'

MAX. BUILDING HEIGHT 40'

MAX. NUMBER OF BUILDINGS 4 BUILDINGS

PARKING SPACES REQUIRED (1.5 PER UNIT) = 27 SPACES

REQUIRED OPEN SPACE 50% - (50,834 SF - 1.167 AC)

REQUIRED TREE SAVE 15% - (15,250 SF - 0.350 AC)

PROPOSED TREE SAVE 15% - (15,250 SF - 0.350 AC)

BUFFER REQUIREMENTS SEE SITE PLAN

ALTERATIONS TO THE CONDITIONAL PLAN ARE SUBJECT TO SECTION 6.207 (ALTERATIONS TO APPROVALS)

ALL ARCHITECTURAL DESIGN STANDARDS SHALL APPLY

SITE LIGHTING BY OTHERS & SHALL COMPLY WITH LAND DEVELOPMENT STANDARDS

PROJECT TO BE DEVELOPED IN ONE (1) PHASE

LEGEND

IRR IRR IRR IRR IRR

PROJECT BOUNDARY
PROPOSED BUILDING
CURB AND GUTTER
BUILDING SETBACK
IRRIGATION CONDUIT
EXISTING SURVEY

BUILDING HATCH

FULL DEPTH ASPHALT

SIDEWALK

HEAVY DUTY PAVEMENT

R1-1

STOP

STOP SIGN W/
WHITE STOP BAR

PARKING ROW
COUNT

HANDICAPPED
PARKING SYMBOL

COMPACT
CAR SPACEXX C

24'

53'

BUFFER REQUIREMENTS

MIN. TREES REQUIRED

LARGE MATURING TREES PROVIDED

2.34 X 4 = 9.36 TREES

6 LARGE MATURING TREES

EVERGREEN TREES REQUIRED 9.36 X 0.25 = 2.34 EVERGREEN TREES

EVERGREEN TREES PROVIDED 4 EVERGREEN TREES

4 TREES PER EVERY 100 LF ( 234/100=2.34)

*THE MINIMUM WIDTH OF A BUFFER MAY BE REDUCED AN ADDITIONAL 25% IF A FENCE OR WALL IS
CONSTRUCTED IN ACCORDANCE WITH THESE REGULATIONS.

**SHRUBS ARE NOT REQUIRED IF A FENCE OR WALL IS CONSTRUCTED IN ACCORDANCE WITH THESE
REGULATIONS.

16'

EX01

NOTES:
FIRE DEPARTMENT ACCESS ROAD SHALL HAVE A MIN. 20' UNOBSTRUCTED CLEAR WIDTH AND SHALL BE CAPABLE
OF SUPPORTING 80,000 LBS

FIRE HYDRANT SHALL BE LOCATED WITHIN 750' TO THE MOST REMOTE POINT OF BUILDING AS TRUCK TRAVEL FOR
ALL BUILDINGS.
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