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NOTES:
_— - EMERGENCY
1. 4—6 INCH LAYER OF AMENDED SOIL IS RECCOMMENDED ON LITTORAL SHELF — SPILLWAY MUST BE
AREA WHERE PLANTINGS ARE REQUIRED (SEE SOIL PARAMETERS IN BMP VEGETATED SHELF LINED AND
DESIGN MANUAL) PLANTINGS: STABILIZED TO
POST MINIMUM OF 3 RESIST EROSION
CONSTRUCTION DIVERSE HERBACEOUS (10" MINIMUM
2. PROVIDE 20 ACCESS EASEMENT TO CONNECT WETPOND EASEMENT TO STRUCTION NATIVE SPECIES; LENGTH)
DEDICATED RIGHT OF WAY. ACCESS ROAD SHALL HAVE MIN. 12° STABILIZED EASEMENT MNMOM OF S0 OPTIONAL: OUTLET
WIDTH, MAX. LONG. GRADE OF 15%, MAX. CROSS—SLOPE 5%. (PCCE) ~ _ s P STRUCTURE. MAY
50 YEAR
3. DEMONSTRATION OF APPROPRIATE SAFETY FACTORS AGAINST FAILURE THROUGH OVERFLOW IN LIEU
GEOTECHNICAL ANALYSIS BY A LICENSED PROFESSIONAL ENGINEER SHALL BE OF EMERGENCY
REQUIRED FOR EMBANKMENT SLOPES STEEPER THAN 3:1. PLAN VIEW SPILLWAY OVER

BERM.

4. WATER-TIGHT SEAL MUST BE PROVIDED BETWEEN ALL RISER AND PIPE JOINT
CONNECTIONS.
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